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Item Title Detail

1 Other important observations At 0900 hours I went on a Fabrication Shop Walkthrough.   In the shop I 

observed the following: (1) Skin plates “A”, “B” and “E” of the 114m 

mockup were tack welded into place.  On 11-29-07, I observed the fitup of 

the diaphragm plate to skin plate “A” but there was no welding being done.  

This morning the diaphragm plate had been tack welded to skins “B” and 

“E”.  This was noted and the issue of work being done on the night shift was 

brought up in the 1300 Daily Issues meeting.  Skin plate “D” was located on 

the rack at 80 degree inclination.  No work was being performed at the time 

of the walkthrough.  (2) One tower cross brace was tack welded together 

and was ready for welding.  (3) Welders were performing pre heat of skin 

plate “D” in preparation of welding.  The only activity was a QC Inspector 

checking the temperature of the skin plate.  

2 Key conversations At 1230 hours, Jeff Evans (ABF) asked for clarification regarding a 

previously submitted RFI, ABF RFI 679R00.  The RFI requested 

clarification of the material used on the grillage top plate, ABF assumed it 

was A709M, Grade 345 however per the Special Provisions; material for 

plates which exceeds 100mm is A572, Grade 345.  Mr. Evans brought up 

the issue that ASTM A572/A 572M-06 does not provide specifications for 

material greater that 100mm in thickness.  Peter Dautermann and I both 

suggested that the RFI be resubmitted with the specific information he 

needed in order to properly document the question.
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